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The Extreme Cam™ is a unique fully enclosed s-cam bushing system that is engineered to 
extend the life of your brakes. You can convert any trailer to the Extreme Cam s-cam 
bushing system. The Extreme Cam is available in s-cam lengths from 11” to 30” and spider 
diameters of 1 7/8”, 2”, or 2 1/8”. 

Increase S-CAM Bushing Life 
Extreme Cam converts your s-cam into a long journal bearing. By distributing loads over a larger surface 
area, wear from vibration and torsional loads is greatly reduced. Extreme Cam shafts utilize a machined 
surface over the entire length. The Extreme Cam tube is sealed on both ends and includes both a grease 
zerk as well as a grease relief valve. 

Improve Brake Performance 
Worn s-cam bushings cost money and impair brake performance. Symptoms of worn bushings include 
uneven or premature brake wear. Most symptoms of worn bushings have a detrimental effect on brake 
performance: decreasing stopping power and causing linings to fail or wear prematurely. Extreme Cam 
extends the life of s-cam bushings, maintaining proper brake performance, and saving you money. 

Protect S-Cams from Damage 
Extreme Cam protects s-cams from road damage and corrosion by using a sealed protective tube. 
Grease fittings allow the tube to fill with grease without overcharging or hydro-locking. Extreme Cam 
protects s-cams from extreme road conditions. 



Extreme Cam™ Sizing Information 
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You can convert any trailer to the Extreme Cam™ system, and the store only needs to 
stock a very small selection of part numbers to fit the vast majority of trailers.  

To determine the Extreme Cam™ part number, there are only 3 pieces of information that are needed: 

Diameter of the Spider 
The first 2 digits of our part number indicates the diameter of the spider as below: 

• 1 7/8” spider = 11
• 2” spider = 12
• 2 1/8” spider = 13

Length of S-Cam 
The second 2 digits of our part number indicate the length of the s-cam in inches. Measure your s-cam 
from the snap-ring groove to the inside of the s-head. 

Side of Trailer 
The last character indicates the side of the trailer: 

• Left = L
• Right = R

For example, one of our most common s-cam bushing systems replaces the INTRAAX® cam tubes; part 
number C-1311L. The 13 indicates a 2 1/8” spider diameter. The 11 indicates the length of the s-cam 
shaft in inches. The L indicates left. 
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